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Intake Manifold

r Replacement

NOTE: Use new gaskets and O-rings when reassembling.

EXHAUST GAS 8 x 1.25 mm
RECIRCULATION 22 Nem (2.2 kg-m,
{EGR} VALVE 16 Ib-f1)

INTAKE AIR
TEMPERATURE mpm_,”an
{IAT) SENSOR N
6 x 1.0 mm
10 N-m (1.0 kg-m,
8 x 1.25 mm 7 Ib-tt)
INTAKE MANIFOLD mm ﬂ.ﬂ_ (2.2 kg-m,
Replace if cracked or -
if mating surfaces are "uzhﬁmxzm MANIFOLD
damaged.
O-RING
8x 1.25 mm Replace.

22 Nm {2.2 kg-m,
16 Ib-ft}

INTAKE MANIFOLD
GASKETS

Replace. INTAKE AIR
BYPASS VALVE
BODY ASSENBLY
6 x 1.0 mm
6x1.0mm
wn_cz*.»q_: {1.2 kg-m, 12 N-m (1.2 kg-m,
a 9 1b-ft)
GASKET
Replace. EGR PIPE
8 x 1.25 mm

22 Nm (2.2 kg-m, 16 Ib-ft)
GASKETS
Replace.

EVAPORATIVE EMISSION
{EVAP)

PURGE CONTROL
SOLENOID

VALVE

INTAKE MANIFOLD
CHAMBER

THROTTLE
BODY

GASKET
Replace.

6x1.0mm

12 N-m (1.2 kg-m,
9 Ib-ft}

FAST IDLE THERMO VALVE
Be careful not

O-RINGS to damage.
Replace.

8 x 1.256 mm
IDLE AIR CONTROL 22 N-m (2.2 kg-m,

{IAC) VALVE
R Be careful not 16 (b0
to d: .
INTAKE MANIFOLD 8 x 1.25 mm o damage
BRACKETS 22 N+m (2.2 kg-m, 16 ib-ft)
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’ e
Exhaust Manifold _ﬂ_

— Replacement

NOTE: Use new gaskets and new self-locking nuts when assembling.

CAUTION: In handling a metal gasket, take cara not to bend it or damage the contact surface of the gasket.

EXHAUST MANIFOLD
COVER

- 8x 1.26 mm
22 N-m (2.2 kg-m,
18 b-ft)

EXHAUST MANIFOLD
BRACKET

8 x 1.25 mm
28 N-m (2.8 kg-m,
20 Ib-tt}

22 N-m {2.2 kg-m,
18 ib-f1}

EXHAUST
PIPE A

INSULATOR PLATE

GASKET (METAL}

SELF-LOCKING NUT Replace.

10 x 1.25 mm
55 N+m {5.5 kg-m, —

40 Ib-fy) . \
Replace.

4

SELF-LOCKING NUT
8 x 1.25 mm

32 N*m (3.2 kg-m,
23 1b-ft)

Replace.

£XHAUST MANIFOLD

|7

HEATED OXYGEN SENSOR {HO2S)
45 N-m (4.5 kg-m,
33 [b-ft)

Be careful not to damage. EXHAUST MANIFOLD

8 x 1.25 mm UPPER COVER
22 Nem (2.2 kg-m,

16 Ib-ft}

9-3




Il

Exhaust Pipe and Muffler

ﬁ Replacement

NOTE: Use new gaskets and self-locking nuts when reassembling.

HEAT SHIELD

SELF-LOCKING NUT

8 x 1.25 mm

30 N'm (3.0 kg-m, @
22 Ib-fy)

Replace.

GASKET
Replace. 6x1.0mm

MUFFLER
7 Ib-f1)

THREE WAY
CATALYTIC CONVERTER
inspection, section 11

Replacement section 11

EXHAUST

8 x 1.25 mm
22 N-m (2.2 kg-m,
16 th-ft)

EXHAUST PIPE B

SELF-LOCKING NUT

10 x 1.25 mm

34 N-m (3.4 kg-m, 25 [b-ft)
Replace.

GASKET
Replace.
© ¢ GASKET
Replace.
SELF-LOCKING NUT
8x1.25 mm
EXHAUST 22 N-m (2.2 kg-m, 16 ib-ft}
PIPE A Replace.
SELF-LOCKING NUT
SELF-LOCKING NUT 10 x 1.25 mm
10 x 1.25 mm 34 N-m (3.4 kg-m, 25 Ib-ft)
55 N-m (5.5 kg-m, 40 Ib-ft) Replace.
Replace.

10 N-m {1.0 kg-m,
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